
EXHAUST ARM



Dimentions

Model ADCWAH-80-15 ADCWAH-80-18 ADCWAH-80-21 ADCWAH-80-24

Material
80φ x 1500mm 80φ x 1800mm 80φ x 2100mm 80φ x 2400mm

Industrial grade electro galvanised steel that is powder coatedBracket Material
Polypropylene (PP)

ADCWAH-80

Arms are movable and are excellant point of use 
exhaust control.

Articulated 
80Фmm Arm
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Dome Selection
400Фmm Transparent PC Dome (Standard)

400Фmm Non-transparent PP Dome

200Фmm PP Dome

400Ф Dome 200Ф Dome

80Ф mm diameter Damper control 360 degree rotation

Easy disassembly, assembly and 
moving with the use of control bolt

Quality high tension spring

Transparent (PC) Non-Transparent (PP)

Built in carbon filter



ADCWAH-110

Articulated 
110Фmm Arm
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Dome Selection
450Ф Transparent PC Dome (Standard)

450Ф Non-Transparent PP Dome

Transparent (PC) Non-Transparent (PP)

Dimentions

Model ADCWAH-110-18 ADCWAH-110-21 ADCWAH-110-24

Material
110φ x 1800mm 110φ x 2100mm 110φ x 2400mm

Industrial grade electro galvanised steel that is powder coatedBracket Material
Polypropylene (PP)

110Ф mm diameter Wind volume controllable damper Easy handling by user with 
360 degree rotation

Easy disassembly, assembly and 
moving with the use of control bolt

Quality gas springBetter with 450Φ dome

450Ф Dome

450Ф

Arms are movable and are excellant point of use 
exhaust control.
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Flexible Hose
Arm Hood
ADCWMH-60

Flexible Hose, can be canreeted to any exhaust system

Dimentions

Model ADCWMH-60

Outer Diameter
77φ x 60mm

77φ mm 

Inner Diameter
Material

75φ mm

POM 

Designed to minimize air 
stagnation

Easy adjustment of length

Resistant against chemical, 
heat, weather and abrasion

Working dynamics

Dome Selection
250Ф Dome

150Ф Dome

150Ф Dome250Ф Dome
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