
Extraction unit 
for tall cabinets, with exhaust air monitoring
Order No. 14220 3

 

Extraction unit 
for tall cabinets, without exhaust air 
monitoring
Order No. 14218 3

 

Extraction module for wall mounting 
for under bench cabinets, with exhaust air monitoring
Order No. 24315 3
(under bench cabinet optional)

 

Model Order No.
Extraction unit without exhaust air monitoring  14218  
Extraction unit with exhaust air monitoring  14220  
Extraction unit with exhaust air monitoring with potential-free alarm contact 16454  
Extraction module without exhaust air monitoring for wall mounting  17178  
Extraction module with exhaust air monitoring for wall mounting  17177  
Extraction module with exhaust air monitoring for wall mounting with potential-free alarm contact 18568  
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets with potential-free alarm contact 24732  
Extraction module with exhaust air monitoring for wall mounting, for under bench cabinets  24315  

Extraction module for wall mounting 
for tall cabinets, without exhaust air monitoring
Order No. 17178 3
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Extraction units

Extraction units/modules for installation on the 
cabinet or wall mounting – ready to plug-in, easy 
and quick installation

Safe capturing of escaping vapours and gases at the 
point where they are released or produced 

• Very low noise, ideal for direct installation at the workplace
• With connection cable and power cord
• Connecting fitting DN 75
• ATEX compliant: )F II 3/-G Ex c llC T4 

Without extraction air monitoring
• The green LED turns of in case of power failure  

With extraction air monitoring
• Integrated pressure leak detector
• The green LED turns o" in case of failure and the red LED 

lights up  

Voltage free switch contact
• Additionally available for units with extraction air monitoring  

For wall mounting
• Incl. installation bracket, flexible hose, hose clips and 

installation material 
 

Technical data All models

External dimensions W x D x H mm 200 x 400 x 200
Nominal voltage V 230
Frequency Hz 50
Max. current consumption A 0.35
Noise level (approx.) dB 35.0
Speed rpm 2400
Weight kg 11

505


